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แผนโลหะชุบสักะสี ขึ้นรองเพื่อความ
แข็งแรงใหกันแผนฉนวน เคลือบผิวดวย
Silicon modiled Polyester

รองสำหรับยึดตอแผน
ฉนวนอัดฉีดรอยตอระหวาง
แผน Non - Hardening
butyl Sealant

ชั้นของกาว (Adhesive) สำหรับยึด
ระหวางแผนโพลีสโตรีนโฟน/โพลียูรีเทน
กับแผนโลหะชุบสังกะสี เปนกาวชนิดพิเศษ
และมีคุณสมบัติพิเศษแบบฉนวน

1. น้ำหนักเบากวาหองเย็นประเภทเดียวกัน

2. ติดตั้งรวดเร็วกวาแบบอื่น

3. เคลือบผิวดวยสีชนิดพิเศษ

    Off White (Silicon Modied Polyester)

4. กั้นผนังและเพดานไดโดยไมตองใชโครงคราว

5. ฉนวนเปน F - Grade ชนิดหนวงการลุกติดไฟ

ฉนวนเปนชนิดหนวงการลุกติดไฟ

ความกวางมาตรฐาน 1.19 - 1.20 ม.
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Klip Lock



WALL

WALL TYPE   (681)ALUMINIUM
WITH SILICONE

TYPE   (683)ALUMINIUM
WITH SILICONE

SEAL SEALANT

THK.

DETAIL 1

WALL

TYPE   (681)ALUMINIUM
WITH SILICONE

SEAL SEALANT

THK.

DETAIL 2

THK.

PARTITION

TH
K

.

DETAIL 6

ADJUSTABILE SCREW

ALUMINIUM
JACKSON  WITH  SILICONE

TYPE

ALUMINIUM
(JACKSON)  WITH  SILICONE

TYPE

ALUMINIUM
WASHER 2 STUD

STAINLESS  NUT

STAINLESS  NUT
CAP  COVER NUT

DETAIL 5

PARTITION

ALUMINUM
(680)
WITH SILICONE

ALUMINUM
WITH SILICONE

VAPOUR  BARRIER
WITH  FLINCOTE#3

TYPE

TPYE (684)

DETAIL 1

TYPE   (681)ALUMINIUM
WITH SILICONE

SEAL SEALANT

THK.

ALUMINIUM
(JACKSON)  WITH  SILICONE

TYPE

CEILING

WALL

CEILING

DETAIL 4

VAPOUR  BARRIER
WITH  FLINCOTE#3

THK. (2)

THK. (2)
FLOOR
FLOOR

THK.(1)

PARTITION ALUMINUM
WITH  SILICONE

TPYE(684)

ALUMINUM
WITH  SILICONE

TYPE (682)

CONCRETE  TOPPING


